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Meettoestellen1.
Turbotech2.
Kabel-zekeringzoeker3.

TT200EU

ZEKERINGZOEKER : SET

Algemene kenmerken

Onderbrekingstest
Geluidssignaal
Automatische of handmatige test
Identifi catie van de zekering
Test kan worden uitgevoerd door 1 persoon
Signaal zonder invloed op ander apparatuur
Aanduiding van signaalsterkte via LEDs
Aanpassing van de signaalsterkte bij het scannen van het zekeringsbord

  Documentatie

 Technische fiche  A91030091_3809.pdf

  Handleidingen

 Handleiding

https://ccinv.be/nl/product-overviewpage?shs_term_node_tid_depth=550000&combine=
https://ccinv.be/nl/product-overviewpage?shs_term_node_tid_depth=880000&combine=
https://ccinv.be/nl/product-overviewpage?shs_term_node_tid_depth=940000&combine=
https://ccinv.be/sites/default/files/product_photos/A91030091.jpg
https://ccinv.be/sites/default/files/product_documentation/A91030091_1224.pdf
https://ccinv.be/sites/default/files/product_documentation/A91030091_3809.pdf
https://ccinv.be/sites/default/files/product_manuals/A91030091_1222.pdf
mailto:info@ccinv.be
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